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The Mini-Riser S is available in the following dimensions and packing units: 

Type Moduls 
Riser  

Capacity 
Riser  

Dimensions 
Packing Unit 

 
exoth. 

cm 
volume 

dm³ 
weight  

kg 
Ø Do 

mm 
Ø Du 
mm 

H 
mm 

h  
mm 

Ø du 

mm 
Ø do 
mm 

Pal. 
piece 
/pal. 

box 
piece 
/pal. 

S- 5  0,75 0,008 0,057 50 28 57 50 16 13 5499 4356 

S- 12  0,85 0,014 0,100 60 40 60 50 21 18 3600 2904 

S- 16  1,20 0,023 0,160 70 35 85 70 21 18 2150 1620 

S- 19  0,95 0,027 0,195 60 40 80 70 25 20 2930 2520 

S- 20  1,30 0,025 0,177 78 36 100 85 21 18 1440 1216 

S- 25  1,30 0,036 0,250 88 60 90 78 25 23 1233 1200 

S- 27  1,30 0,038 0,270 78 36 100 85 25 23 1440 1216 

S- 32  1,30 0,047 0,328 78 36 100 92 27 24 1440 1216 

S- 40  1,30 0,056 0,395 88 60 90 80 32 28 1233 1200 

S- 54  1,30 0,077 0,541 88 60 90 70 40 35 1233 1200 

S- 57  1,70 0,081 0,570 87 60 107 93 36 31 959 1080 

S- 61  1,70 0,088 0,610 87 60 107 97 36 32 959 1080 

S- 74  1,90 0,106 0,740 109 65 135 110 40 30 528 480 

S- 85  1,90 0,123 0,866 100 65 135 110 40 35 528 480 

S-111  2,20 0,159 1,113 130 90 122 100 50 40 378 392 

S-164  2,50 0,238 1,640 130 90 122 100 60 50 378 392 

S-133  2,50 0,191 1,335 140 100 140 120 50 40 288 288 

S-193  2,80 0,276 1,930 140 100 140 125 58 48 288 288 

S-237  3,20 0,339 2,379 150 95 145 120 65 55 240 220 

S-166  3,30 0,237 1,660 145 65 206 180 45 37 192 - 

S-286  3,40 0,408 2,860 150 73 208 175 59 50 180 - 

S-286-11  3,40 0,408 2,860 150 110 208 175 59 50 180 - 

S-337  4,20 0,480 3,370 164 63 210 170 63 57 136 - 

S-460  4,20 0,660 4,600 166 60 200 170 30 90 136 - 

 

Product Management 
Riser 

 

Technical properties 

& ecological advantages 
 

¶ Highly exothermic risers for SG 
iron, grey iron and steel castings 

¶ Free of organic binders, lower 
emissions 

¶ Available in compositions with 
reduced fluorine levels or 100% 
fluorine free 

¶ More of the metal within the mini 
riser remains liquid compared to 
standard risers hence less metal 
is required for feeding giving hig-
her yields 

¶ Smaller contact area compared 
to riser-caps and natural risers 

¶ Reduction of cleaning and 
blasting costs 

¶ Suitable for all moulding plants 
when used in combination with 
spring pin 

¶ Reduction of riser residues in the 
return sand 
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To obtain optimum casting results, we suggest to set up the above 

mentioned risers on a spring pin. 

Please refer to the chart below for the technical data of the spring pins, so 

you can have them manufactured in your own mechanical shop for cost 

reasons. 
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The information contained herein is based on the present state of our 

knowledge and therefore does not guarantee certain properties. Liability for 

product advice and product-related information within the limits of the 

obligations arising from the collateral contactual agreements, if not 

expressly agreed upon otherwise. 
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S-532  4,20 0,760 5,320 170 60 210 170 60 90 136 - 

S-540  4,20 0,750 5,250 170 110 210 171 77 70 136 - 

S-550  4,20 0,780 5,460 193 128 210 175 80 70 96 - 

S-655  4,20 0,935 6,550 170 80 210 165 80 90 136 - 

S-718  4,80 1,026 7,180 235 85 242 192 85 80 60 - 

S-1183  4,80 1,690 11,830 235 75 242 192 75 152 60 - 

S-1184 W  4,80 1,690 11,830 235 75 242 192 75 152 60 - 

S-1730  5,20 2,471 17,300 283 100 365 285 100 110 22 - 

Type 
Ød1 
mm 

Ød2 
mm 

Ød3 
mm 

Ød4 
mm 

Ød5 
mm 

Ød6 
mm 

L3 
mm 

L4 
mm 

L6 
mm 

L7 
mm 

Spring 
DIN 

Thread 
DIN 

S- 5  10 12 14 8 10 5 30 3 15 42 1,0 x 10 x 39  M 4 x 25 

S- 12  10 17 19 10 12 5 30 3 15 46 1,25 x 12,5 x 4  M 4 x 25 

S- 19  10 21 24 14 15 5 50 3 25 50 1,6 x 16 x 51,1  M 4 x 25 

S- 20  10 17 20 10 11,5 5 50 4 35 60 1,5 x 12,5 x 65  M 4 x 25 

S- 27  10 22 24 10 11,5 5 50 4 35 57 1,5 x 12,5 x 65  M 4 x 25 

S- 32  10 23 26 15 16 10 60 4 30 55 1,5 x 17 x 59,5  M 4 x 25 

S- 40  20 26 31 17 19 10 46 5 38 41 2,0 x 20 x 62  M 8 x 25 

S- 54  20 36 38 22 23,5 10 40 5 38 52 2,0 x 25 x 58  M 8 x 25 

S- 57  20 33 35 17 18,5 7,5 50 4 45 60 2,0 x 20 x 79  M 8 x 25 

S- 61  20 33 35 22 23,5 10 50 4 55 50 2,0 x 25 x 88,5  M 8 x 25 

S- 74  20 34 39 22 23,5 10 60 5 55 70 2,0 x 25 x 88,5  M 8 x 25 

S-111 20 44 49 28 29 10 52 7 48 75 3,2 x 32 x 88,5  M 8 x 25 

S-133  20 44 49 22 23 10 65 7 55 55 3,0 x 25 x 97  M 8 x 25 

S-164 20 54 59 28 29 10 52 7 48 75 3,2 x 32 x 88,5  M 8 x 25 

S-166  20 39 44 25 27 10 72 6 108 80 3,2 x 29,8 x 14  M 8 x 25 

S-193  20 53 57 29 30 10 55 7 70 70 2,5 x 32 x 110  M 8 x 25 

S-237  20 61 64 35 36,5 10 55 7 65 70 4,0 x 40 x 105  M 8 x 25 
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